
 

 
www.havells.com 

 

 

 

S. No. Technical Specification of ISOLATOR 

1 Model Euro-II 

2 Standard Conformity  IS / IEC 60947-3 

3 Rated Current (In) A  40 A – 63 A 

4 Rated Voltage (Ue) V~  415 V 

5 Rated Frequency (f) Hz  50 Hz 

6 No. of Poles (Execution)  1P, 2P, 3P, 4P 

7 Utilization Category AC 22 A 

8 Rated Insulation Voltage (Ui) V 690 V 

9 Rated Impulse Voltage (Uimp) kV  4 kV 

10 Electrical / Mechanical Endurance (No. of 
operations) 10000 

11 Ambient Working Temperature °C  -25 °C to + 70 °C 

12 Terminal Capacity (max) mm2 35 mm2 

13 Vibration g  3 g 

14 Shock Resistance 40 mm free fall 

15 Protection Class  IP-20 

16 Installation Position  Vertical / Horizontal 

17 Mounting Clip on DIN Rail  (35 mm x 7.5 mm) 

18 Case & Cover  Moulded, flame-retardant thermoplastic 
material 
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S. No. Technical Specification of ISOLATOR 

1 Model Euro-II 

2 Standard Conformity  IS / IEC 60947-3 

3 Rated Current (In) A  80 A – 125 A 

4 Rated Voltage (Ue) V~  415 V 

5 Rated Frequency (f) Hz  50 Hz 

6 No. of Poles (Execution)  2P, 3P, 4P 

7 Utilization Category AC 22 A 

8 Rated Insulation Voltage (Ui) V 690 V 

9 Rated Impulse Voltage (Uimp) kV 4 kV 

10 Electrical / Mechanical 
Endurance (No. of operations) 10000 

11 Ambient Working 
Temperature °C     -25 °C to + 70 °C 

12 Terminal Capacity (max) mm2 50 mm2 

13 Vibration g  5 g 

14 Shock Resistance  40 mm free fall 

15 Protection Class  IP-20 

16 Installation Position  Vertical / Horizontal 

17 Mounting Clip on DIN Rail  (35 mm x 7.5 mm) 

18 Case & Cover  Moulded, flame-retardant thermoplastic 
material 

 


